Features: 

· Host device clock auto range: 2.5 MHz - 8 MHz 

· Fast master <-> slave communication 

· Automatic restart after power failure 

· Automatic ATR setup 

· Optical isolated(*) and breakable slave units to use 5 wire flat cable 

· Each host device can be switched on/off without disturbing other ports operation 

· Fast cascaded operation(*) 

· new: Firmware change/upgrade 

· new: Combined 5-in-1 slave 

· Mature and reliable 


Port Assignment of: 

· CSPRO-4 [v2] 

P  01 23 


· CSPRO-8 [v2.2] (black connector) 

   -- -- -- -- 
P  01 23 45 67 


· CSPRO-8 [v2.1] 

P  01 23 45 67 


· CSPRO-8 [v2] 

   13 57 -- -- 
P  02 46 -- -- 


· CSPRO-16 [v2] 

   13 57 9B DF 
P  02 46 8A CE 


Cable Diagram for CSPRO-4, CSPRO-8, CSPRO-16: 

· Two 4 wire flat telephone cables 

· RJ45 modular plug at master side and RJ11 modular plugs at slave side 

· 1:1 connection, not crossed 


master side                 slave side 
RJ45 (8P8C)                RJ11 (6P4C) 
plug up side up     plugs up side down 

                                     1 not connected 
1 <--------------------------------> 2 
2 <--------------------------------> 3 
3 <--------------------------------> 4 
4 <--------------------------------> 5 
                                     6 not connected 
                                     1 not connected 
5 <--------------------------------> 2 
6 <--------------------------------> 3 
7 <--------------------------------> 4 
8 <--------------------------------> 5 
                                     6 not connected 


External Power Supply 

· 6V - 9V DC from AC-DC adaptor, center plus (+) 

· Do not use high supply voltage on CSPRO-16! 


Cable Diagram for CSL-5, CSL-6: 

· One 4 wire flat telephone cable 

· RJ11 modular plugs at both master and slave side 

· crossed connection, not 1:1 


combi side                  slave side 
RJ11 (6P4C)                RJ11 (6P4C) 
plug up side up        plug up side up 

1           not connected            6 
2 <--------------------------------> 5 
3 <--------------------------------> 4 
4 <--------------------------------> 3 
5 <--------------------------------> 2 
6           not connected            1 



(*) Not with CSL-5 and CSL-6

